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Source Water Protection
Under the 1996 SDWA 

Amendments 6 steps for SWA were outlined:
1) Delineate the Source Water Protection Area
2) Inventory known and potential sources of contamination
3) Determine the Public Water Supply susceptibility to 

contaminant sources or activities within the SWPA
4) Notify public about the threats identified and what they 

mean to the PWS
5) Implement management measure to prevent, reduce, or 

eliminate risks to the water supply
6) Develop contingency planning strategies that address 

water supply contamination or service interruption 
emergencies 



2 Tiered Approach to 6 SDWA 
Amendment Steps: SWA and SWPP
 SWA:  Delineate  Inventory  Determine 

Susceptibility Make Info Public
 SWPP: Use the information gathered in the SWA to 

maintain public health and water supply protection.  
This is done by identifying source water protection 
roles and responsibilities within the SWPA, creating 
management plans for existing contamination sources, 
and creating contingency plans to establish timely 
responses to events that threaten the SWPA.



Bay Mills Indian Community 
PWS # 5293101

 Source Water Assessment

 Fact Sheet

 Source Water Protection Plan



NHBP Source Water Work
Unique Variables in the NHBP SWA

1) Multiple water resources on or near the reservation
2) Large scale development over the last few years
3) Historical records have data gaps



 Source Water Assessment Fact Sheet 
Bay Mills Indian Community 

 Brimley, MI 
  

COMMUNITY WATER SUPPLY 
 
Introduction 

In 1996, Congress amended the Safe Drinking Water Act to include Source Water 
Assessment and Protection.  A Source Water Assessment consists of the following: 

• Identify the area around a source of public drinking water that should be protected 
from contamination (Source Water Protection Area – SWPA). 

• Identify potential sources of contamination within SWPA. 
• Determine the susceptibility of the source water to contamination. 
• Release the results to the public.   
• Prepare a Source Water Protection Plan if water resource susceptibility is moderate 

or higher. 
  
 Tribes are not required to complete Source Water Assessments however U.S. EPA strongly 

recommends their completion.  Some of the benefits of completing a Source Water 
Assessment include 1) safeguard the health and welfare of Tribal members against water-
borne diseases and other contaminants in drinking water, 2) protect the cultural and 
ceremonial importance water has for many Tribes, 3) protection is almost always more cost-
effective and health-protective than cleaning up contamination after it has occurred, and 4) 
clean, reliable drinking water is critical to economic development.  

 
Water System Description: 

Bay Mills Indian Community - Community Water Supply (CWS  PWSID #5293101).  This 
system is supplied by the following three wells pumping groundwater. 

 

Bay Mills Indian Community CWS Production Wells 

Well Year 
Constructed 

Current 
Production 
(GPM)** 

Well 
Diameter 

(in.) 

Well 
Depth* 

Grouting 
Depth* 

Casing 
Depth* Screen* 

Static 
Water 

Elevation
* 

Well #1 2000 161 10 178 0-140 0-158 158-178 12 

Well #2 2000 126 10 179 0-160 0-159 159-179 13 

Well #3 2010 200 10 210 0-170 0-180 180-210 12 
* Feet 
below 
grade 

       

 

** Max. 
Capacity 



Hydrogeologic Setting and Well Integrity:  
The Bay Mills Indian Community’s three CWS wells were drilled and developed in 
groundwater that is 150-195 feet beneath the surface.  The geology in this area contains an 
extensive confining layer comprised of clay that is located above the water wearing sand.  
This thick clay layer provides excellent groundwater protection from the migration of 
surface contaminants into the underlying groundwater.   The notion that the groundwater in 
the subject area is well protected is supported by the fact that tritium levels indicate no 
groundwater/surface interaction in more than fifty years.  Results of a water sample tested 
for tritium indicated that there was less than 1 TU (tritium unit).  Water containing less than 
1 TU is less likely to come into contact with surface contaminants. 
 
The Bay Mills Indian Community CWS has been analyzed to determine the susceptibility of 
the water resource to contamination.  Influential factors including water test results, 
geologic conditions, well construction, isolation from surface activities and contaminants 
and the ability to control land within the SWPA were used to determine if there is low, 
moderate or high risk.  The Inter-Tribal Council of Michigan studied the SWPA 
characteristics and determined that the CWS has “low-risk” to contamination.   
 
The items that potentially threaten Bay Mills Indian Community’s water supply present risk 
and are qualities that contribute to the wells’ susceptibility.  Land uses or activities that 
include BMIC Construction, BMIC Maintenance, Ellen Marshall Memorial Medical Center 
drain field, Kings Club drain field, combined Waishkey Center & Bay Mills Charter School 
drain field, parking lots and stored diesel fuel have risks that may lead to harmful substance 
spills or leaks that could migrate from the surface to the underlying groundwater and the 
community water supply.  These potential sources are listed later in the “Potential 
Contaminant Concerns within Protection Area” table found in this fact sheet.   

 
Protective factors that influence ground water protection for the CWS are largely comprised 
of the quality of the separation of surface events and the groundwater.  The Bay Mills Indian 
Community’s community wells have several positive attributes that provide a protective 
separation of the surface and groundwater.  The community wells benefit from abundant 
confining material in the soil profile such as clay.  Confining material limits the migration of 
substances from the surface to the groundwater.  The community wells also benefit from 
well construction items such as grouting, age, casing, and pumping rates.  These items 
prevent the drilled well from becoming a conduit for substances to migrate down the well 
and into the groundwater.  Lastly, the absence of known sources of contamination within the 
source water protection area is a significant factor in maintaining groundwater quality. 

 
Source Water Protection Area:  

Bay Mills Indian Community’s CWS contribution zone extends approximately 4,300 feet 
southwest and approximately 360 feet to the northeast of the wells and encompasses 
approximately 211 acres.  In addition to the contribution zone, 3000 feet buffers of the CWS 
wells were added to produce a source water protection area (SWPA) totaling approximately 
779 acres.  The boundaries of the SWPA are shown in the following map. 
 





Water Quality 
The chemical groups that the Tribe is required to sample for include volatile organic 
chemicals (VOCs), synthetic organic chemicals (SOCs), inorganic chemicals (IOCs) and 
radionuclides. 

 
The Tribe has complied with all monitoring that is required.  The results of the most current 
monitoring show no detections of tested contaminants with the exception of very low levels 
of Barium, Arsenic and Radionuclides near the lowest levels of reporting.  The detection of 
these items is the result of erosion of natural deposits and do not indicate that contamination 
has migrated into the groundwater that is used for BMIC’s CWS.    

 
Potential Sources of Contamination 
 

The following tables summarize the potential risks associated with Bay Mills Indian 
Community’s CWS system: 

 
Potential Contaminant Concerns within Protection Area 
 
 

 
Contaminant Source 

# of 
Known 
Sites 

 
Type(s) of Potential Contaminant(s) 

BMIC Construction 1 Gasoline, waste oils, solvents, 
paints, acids, antifreeze, treated 
wood residue, 
equipment/automotive wastes, 
miscellaneous chemicals and salt 
storage 

BMIC Maintenance 1 Waste oils, solvents, paints, acids, 
antifreeze, automotive wastes and 
miscellaneous chemicals 

Parking Lots 10 Gas, diesel, oils, antifreeze, other 
automotive fluids and transported 
hazardous substances 

Large Drain Fields 3 Coliform bacteria, viruses, septage, 
nitrates, X-ray developers and 
fixers, infectious wastes, 
radiological wastes, biological 
wastes, disinfectants, asbestos, 
beryllium, acids, formaldehyde, 
miscellaneous chemicals 

Backup Generator 1 Diesel fuel 
 
 
Susceptibility of the Tribe’s CWS:   

Items that could or do affect groundwater quality within the Bay Mills Indian Community 
CWS SWPA were inventoried and quantitatively assessed in a 2009 Source Water 



Assessment as well as a 2012 Source Water Assessment update conducted by the Inter-
Tribal Council of Michigan, Inc.  A number of influential factors including water test 
results, geologic conditions, well construction, isolation from surface activities and 
contaminants, and the ability to control land within the SWPA were used to determine 
susceptibility.  The Inter-Tribal Council of Michigan studied the SWPA characteristics and 
determined that the CWS system has “low-risk” to contamination. 

 
Source Water Protection Activities:  

A Source Water Protection Plan will be created to address the potential sources of 
contamination that were reported in the 2009 Source Water Assessment.  The Plan outlines 
education, land use controls, best management practices and other protection measures to 
help ensure that Bay Mills Indian Community’s drinking water resource remains safe.   
 
 Interested parties can obtain additional information on Source Water Assessment and 
Protection from the following: 
• Inter-Tribal Council of Michigan Inc. 
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 TRITIUM 
 

USE OF TRITIUM IN ASSESSING AQUIFER VULNERABILITY 
Michigan Department of Environmental Quality 

 

This document provides background information on tritium, information on the applicability of tritium 
analysis in assessing aquifer vulnerability, guidance on the interpretation of tritium results from 
public water supply wells, and a list of laboratories that provide analysis for tritium.  The tritium 
concentration in ground water provides a useful method for determining the degree of confinement 
of an aquifer and is identified by the U.S. EPA as an acceptable means of assessing the 
vulnerability of ground water systems.  In summary, tritium levels at or below one tritium unit (TU) 
are obtained from water supply wells which are "not vulnerable" to contamination. 
 

BACKGROUND INFORMATION 
Tritium is a naturally occurring radioactive isotope of hydrogen, which decays as a beta emitter.  It 
is produced in small quantities in the upper atmosphere where it is incorporated into water 
molecules and, therefore, present in rainwater and surface recharge to aquifer systems.  With a 
half-life of 12.3 years, tritium can be used to trace and date ground water, calculate rates of water 
circulation in the hydrologic cycle, and assess how long a specific ground water source has been 
stored out of contact with tritium laden recharge. 
 

In comparison to many other atmospheric radioactive isotopes, tritium is extremely rare and not 
affected by chemical processes.  The naturally occurring tritium level in rainwater (pre-bomb) is 
estimated at 5 to 10 tritium unit (TU), where one TU = one Tritium atom per 1018 Hydrogen atoms 
and an equivalent gross beta radiation 3.2 picocuries/liter.  However, the amount of tritium in the 
atmosphere was greatly increased as a result of nuclear weapons testing causing recharge waters 
to be "tagged" with excess tritium beginning in about 1954.  Nuclear weapons testing resulted in 
atmospheric tritium levels in excess of 1000 TU.  Modern day values have declined to levels 
between 50 and 100 TU with the decline attributed to the elimination of atmospheric nuclear 
weapons testing and radioactive decay. 
 

RELATIONSHIP TO GROUND WATER SYSTEM EVALUATION 
Tritium analysis may be used to estimate the time since recharge to the ground water system 
occurred and the susceptibility of the ground water system to contamination.  Ground water 
systems with recharge occurring prior to the 1950's will have a tritium level decreased by 
radioactive decay to levels at or below one TU.  These ground water systems are considered "not 
vulnerable."  Conversely, ground water systems which have been recharged after the early 1950's 
will contain tritium levels at, or significantly above, the natural "pre-bomb" background 
concentrations and are considered "vulnerable." 
 

GUIDELINES FOR WELLHEAD PROTECTION 
Although tritium levels may indicate an aquifer is "not vulnerable," it is important to realize that a 
potential for contamination may still exist.  Activities that compromise the integrity of the confining 
unit or activities in the area of ground water recharge could impact the well in the future.  These 
concerns are the impetus for our approach to wellhead protection on wells completed in aquifers 
that are not vulnerable as indicated by a tritium level less than one TU. 
 

Where tritium levels of one TU or less have been obtained, the guidelines for wellhead protection 
are as follows: 
 

 1) A tritium sample shall be obtained from each well and be “non-detect” for tritium if the 
system is to be granted a waiver relative to the SOC requirements. 

 

 2) Upon completion of a local wellhead protection program in accordance with item 3 (below), 
you will be eligible for the maximum reduction in monitoring under the guidelines established 
for the Michigan Phase II and V monitoring waiver program. 

 
3) As part of the local wellhead protection program, it is required that the community 
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implements a well abandonment program.  The program should include a generalized 
search for improperly abandoned wells within a one-mile radius of the wellfield.  The search 
should focus directly on known or potential sites of environmental contamination in the area. 
 Where such wells are identified, they shall be properly sealed in accordance with the 
Groundwater Quality Control Act, Part 127 of Act 368, P.A. of 1978, as amended and rules. 

 
 4) A reduction in area for the well abandonment program to less than a one-mile radius may be 

obtained by providing approved wellhead protection area delineation. 
 

TRITIUM SAMPLES AND ANALYSIS 
Sampling for tritium is not difficult since few, if any, chemical processes will alter its concentration.  
However, since tritium is naturally occurring, it must be assumed that excessive exposure of the 
sample to the atmosphere might alter the tritium concentration. 
 

One other factor must be considered when conducting a sampling regime for tritium analysis.  For 
the acquisition of meaningful data, the required sensitivity in the analysis is very low (<one TU).  
Tritium is measured by the liquid scintillation method and generally conducted on concentrated 
samples after "sample enrichment."  While many labs are equipped to measure tritium levels by the 
liquid scintillation method, few are equipped to conduct the necessary sample enrichment and 
obtain a one TU detection level.  The sample enrichment process takes about four weeks so expect 
a minimum six-week turn around time between sampling and obtaining results.  Though the DEQ 
does not endorse any particular laboratory, below is a list of laboratories that provide tritium 
analysis at the required level of detection.  Contact the laboratory to confirm detection limits and 
cost before sampling. 

 
Environmental Isotope Laboratory Isotope Geochemistry Laboratory 
University of Waterloo Illinois State Geological Survey 
200 University Avenue West Prairie Research Institute 
Waterloo, Ontario Unviersity of Illinois, Urbana-Champaign 
N2L-3G1 615 E. Peabody 
Phone: (519)888-4567 Champaign, IL 61820 
Fax: (519)746-7484 Phone: (217)244-2414 
Email: eilab@uwaterloo.ca Email: hackley@isgs.illinois.edu 
Call for prices Call for prices 

 
Environmental Isotope Laboratory Tritium Laboratory 
Department of Geosciences University of Miami 
1040 E. Fourth Street, Room 208 4600 Rickenbacker Causeway 
University of Arizona Miami, Florida 33149-1098 
Tucson, AZ 85721-0077 Phone: (305)421-4000 
Phone: (520)621-1638 Fax: (305)421-4112 
Email: webmaster@geo.arizona.edu Email: tritium@rsmas.miami.edu 
Call for prices Call for prices 

 
Isotech Laboratories, Inc. 
1308 Parkland Court 
Champaign, Illinois 61821 
Phone: (877)362-4190 
Fax: (217)398-3493 
Email: dixon@isotechlabs.com 
Call for prices 

 
If you have any comments or questions regarding tritium, please contact Wayne Kukuk, 
Environmental Quality Analyst, at (517) 241-1434. 
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